Honeywell

30501 Ammonium hydroxide solution Puriss. p.a., Reag. ISO, Reag. Ph. Eur., “25% NH3 basis
Ammonia aqueous; Ammonia water ~25% NH3

Specyfikacja:

Property
APPEARANCE (COLOR)
GOLD (ICP)
BARIUM (ICP)

BISMUTH (ICP)
CALCIUM (ICP)
CADMIUM (ICP)
COBALT (ICP)
CHROMIUM (ICP)
COPPER (ICP)

IRON (ICP)

GALLIUM (ICP)
APPEARANCE (FORM)
INDIUM (ICP)
POTASSIUM (ICP)
LITHIUM (ICP)
MAGNESIUM (ICP)
MANGANESE (ICP)
MOLYBDENUM (ICP)
SODIUM (ICP)

NICKEL (ICP)

LEAD (ICP)

PLATINUM (ICP)
TITRATION (T) HCL 1M
TIN (ICP)

STRONTIUM (ICP)
TITANIUM (ICP)
THALLIUM (ICP)

ZINC (ICP)

METAL TRACE ANALYSIS (ICP-MS)
CHLORIDE (CL)
PHOSPHATE (PO4)
SULFATE (SO4)
SULFIDE (S)

DENSITY D20/4
VARIOUS GUARANTEE LABEL TEST
RESIDUE (EVAPORATION)

MISCELLANEOUS TESTS

TRACE ANALYSIS (ADDITIONAL TESTS)
SILVER (ICP)
ALUMINIUM (ICP)

Value
Colorless
0-0.1PPM
0-0.05 PPM
0-0.1PPM
0-1PPM
0-0.05PPM
0-0.05 PPM
0-0.05PPM
0-0.1PPM
0-0.1PPM
0-0.02 PPM
Liquid
0-0.02 PPM
0-0.5PPM
0-0.02 PPM
0-0.1PPM
0-0.05 PPM
0-0.05PPM
0-1PPM
0-0.05PPM
0-0.05 PPM
0-0.1PPM
24.5-27.0% NH3 WATER T
0-0.1PPM
0-0.2 PPM
0-0.1PPM
0-0.05 PPM
0-0.1PPM
CORRESPONDS TO REQUIREMENTS
<=0.5 PPM
<= 0.5 PPM
<=2 PPM
<=0.2 PPM
0.892-0.91
pyridine. related subst. (as pyridine) <= 2 ppm
0-0.0018 %

readily oxidisable substances. in accordance; heavy metals (as Pb) <=
0.0001%

KMnO4 red. matter (as O) <= 0.0005%
0-0.02 PPM
0-0.5PPM
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ALCHEM GRUPA Sp. z o.0.



Witasciwosci fizyczne:

Property
Anion traces
Cation traces
Impurities
Grade
Expl. lim.
Density
Evapn. residue
Suitability
Assay
Storage temp.
Boiling point
Freezing point

Value
sulfide (5%): 0.2 ppm
Al: £0.5 ppm
<0.0018% non-volatile matter
puriss. p.a.
27 %
0.90 g/cm3
<0.0018%
complies for appearance of solution
~25% NH, basis
2-8°C
24°C
-92 °C

Informacje dot. bezpieczenstwa:

Property
Flashpoint
Hazard Class
Package Group
UN ID

Value
196 °C
8
1]

2672
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