
24587  Petroleum ether Puriss., low boiling point hydrogen treated naphtha, meets analytical 
specification of DAB, bpmin. 75% 40-60 °C (min. 75%) 

Specyfikacja:

Property Value
APPEARANCE (COLOR) Colorless 
WATER (COULOMETR.) 0 - 0.01 % 
RESIDUE (EVAPORATION) 0 - 0.001 % 
PHARMACOPOEA TESTS Tetraethyl lead: complying 
ACIDITY OR ALKALINITY complying 
MISCELLANEOUS TESTS S-compounds. Reducing matters: complying 
SULFUR COMPOUNDS <= 0.005 % (AS S) 
SUBSTANCES DARK BY H2SO4 complying 
RECOMMENDED RETEST PERIOD 60 MONTHS 
APPEARANCE (FORM) Liquid 
GC MINOR COMPONENT 1 (AREA %) 0 - 0.001 % rel 
GC MINOR COMPONENT 2 (AREA %) 0 - 2 % rel 
MINOR COMPONENT 1 BENZENE 
MINOR COMPONENT 2 n-Hexane 
SPECIFIC GRAVITY 0.642 - 0.656 
TEMPERATURE at 20 DEG C 
BOILING RANGE (ASTM) 40 - 60 DEG C (>= 75 %) 

Właściwości fizyczne:

Property Value
Impurities ≤0.001% non-volatile matter 
Quality meets analytical specification of DAB 
Grade puriss. 
Density 0.65 g/cm3 
Bp 40-60 °C (min. 75%) 
Boiling point 40 - 60 °C 

Informacje dot. bezpieczeństwa:

Property Value
Flashpoint -30 °C 
Hazard Class 3
Package Group II 
UN ID 3295 
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